Srovnani filtracnich polomasek FFP2, FFP3 a polomasek N95

Filtracni polomasky jsou testovany podle EN 149+A1. Dle normy jsou polomasky testovany
na zachyt aerosoll pevnych i kapalnych ¢astic. ZkuSebni aerosol pevnych ¢astic, nebo
aerosoll vzniklych na vodnim zakladu, je aerosol NaCl (chlorid sodny). Zkusebni aerosol
kapalnych ¢&3stic je aerosol parafinového oleje.

Filtracni polomasky maji lepsi ucinnost pfi zachytu aerosolu NaCl, to znamena, Ze mnoho
polomasek tfidy FFP2 (ucinnost filtracniho materidlu minimainé 94 %) se svou Ucinnosti
na aerosol pevnych ¢astic blizi u¢innosti polomasek FFP3 (Ucinnost filtracniho materiadlu
minimalné 99 %).

Respiratory typu N95, jsou testované NIOSH (National Institute of Occupational Safety and
Health) pouze na zachyt pevnych c¢astic, N95 znamena, Zze material filtru nebo polomasky
zachyti minimalné 95 % pevnych ¢astic.
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Dalsi zdroj:
https://en.wikipedia.org/wiki/NIOSH_air_filtration_rating
The CDC recommends the use of NIOSH certified respirators equivalent to N-95 or greater to prevent

the inhalation of infectious particles (e.g. Mycobacterium tuberculosis, Avian influenza, Severe acute
respiratory syndrome (SARS), pandemic influenza, and Ebola).
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